Cable-Extension Position Transducer

Precision Potentiometric Output
Ranges: 0-2 to 0-50 inches

Compact Size * OEM Applications e

GENERAL

Full Stroke Range Options ... ....vvviniiii i 0-2 to 0-50 inches
Output Signal Options. ..........c.ovviviiiien... voltage divider (potentiometer)
AccuraCy.........oovvniiniine +0.25% to +0.10% full stroke see ordering information
Repeatability.........ooouiiniii e + 0.02% full stroke
ReSOIULION ...t essentially infinite
MeasuringCable .................... ... .019-in. dia. nylon-coated stainless steel
Enclosure Material......... glass-filled polycarbonate and black anodized aluminum
NSO ettt plastic-hybrid precision potentiometer
Potentiometer Cycle Life ..........cooiiiiiiiiiiiiiiint, see ordering information
Maximum Retraction Acceleration.......................... see ordering information
WGt . e 1 Ib. max.
ELECTRICAL

Input Resistance Options ......... 500, 1K, 5K, 10K or bridge, see ordering information
Power Rating, Watt...........ooiiiiiiiiiiiiiiiii e see ordering information
Recommended Maximum Input Voltage.................... see ordering information
Output Signal Change Over Full Stroke Range........... 94% +4% of input voltage
ENVIRONMENTAL

ENClOSUIE ot NEMA 4, IP 65
Operating Temperature ..........o.veiiiiiininenenenenenn. 0° to 200°F (-17° to 90°C)
Vibration.......ooiiiii up to 10 G's to 2000 Hz maximum

Outline Drawing
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dimensions are in inches [mm], tolerances are 0.03 inches [0,8 mm]

Celesco Transducer Products, Inc.
20630 Plummer Street ¢ Chatsworth, CA 91311

S

The PT1A is perfect where space and money are
limited. The PT1A is part of Celesco’s compact line
of cable-extension transducers. Using a high cycle
plastic-hybrid potentiometer, the PT1A provides a
precision voltage divider position feedback signal for
full-scale measurement ranges from 2 to 50 inches.

The PT1A has many features to offer including 500 to
10K ohm potentiometer selection, adjustable bridge
circuit and multiple measuring cable exit options.

Output Signal

OUTPUT VOLTAGE

—
FULL STROKE RANGE
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PT1A e Cable-Extension Transducer: Precision Potentiometric Output

Ordering Information:

Sample Model Number:

Model Number:
PT1 PT1A - 30 - UP - 500 - MC4 - SG
= = = = = @ range: 30 inches
order code: (R) (A} (B) (C) (D} @) measuring cable exit: up
@ output signal: 500-ohm pot.
@ -electrical connection: 4-pin micro connector
© cable guide: spring-loaded guide
Full Stroke Range:
@ order code: 2 5 10 15 20 25 30 40 50
full stroke range, min: 2in. 5in. 10 in. 15 in. 20 in. 25 in. 30 in. 40 in. 50 in.
accuracy (% of f.s.): 0.25% 0.15% 0.10%
potentiometer cycle life: 2,500,000 cycles 500,000 cycles 250,000 cycles
cable tension (20%): 12 oz. 5 0z. 12 oz. 9 oz. 6 oz. 5 0z. 9 oz. 6 oz. 5 0z.
maximum cable acceleration: 11 G's 3 G's 11 G's 5 G's 4 G's 3 G's 5G's 4G's 3 G's
Cable Exit:
0 order code: DN FR BK
direction: down front back
. 1.20+.13 1.20+.13
‘ [30,5 + 3,2] [30,5 + 3,2]
© ©
3.67 +.13
[93.2 +3.2] T
1.48 +.13 S
l [37.6 +3,2] A ® ©
S o -0
measurement range — 2 5 10 15 20 25 30 40 50
1.041in. 0.58in. 1.04in. 0.82in. 0.74in. 0.58in. 0.82in. 0.74in. 0.58in.
26,4 mm 14,7 mm 26,4 mm 20,8 mm 18,8 mm 14,7 mm 20,8 mm 18,8 mm 14,7 mm
0.75in. 0.291in. 0.751in. 0.531in. 0.45in. 0.291in. 0.53in. 0.45in. 0.29in.
19,1mm 6,1mm 19,1mm 13,5mm 11,5mm 6,1 mm 13,5mm 11,5mm 6,1 mm
1.431in. 1.89in. 1.43in. 1.65in. 1.73in. 1.89in. 1.65in. 1.73in. 1.89in.
36,3 mm 48,0 mm 36,3 mm 41,9 mm 43,9 mm 48,0mm 41,9 mm 43,9 mm 48,0 mm
Output Signals:
® order code: 500 1K 5K 10K AB
500 ohm* 1000 ohm* 5000 ochm* 10,000 ohm* adjustable bridge
*tolerance = +10% (0...30 mV/V)
max. input voltage and power rating, options: 500, 1K, 5K, 10K
2-inch, 5-inch range 10-inch to 50-inch range
500-ohms: 20 V AC/DC (1 W) 30 V AC/DC (2 W)
1K to 10K-ohms: 30 V AC/DC (1 W) 30 V AC/DC (2 W)
circuit options: 500, 1K, 5K, 10K circuit option: AB (adjustable bridge)
. +in full scale output: adjustable from 0 to 30mV/V
+in zero adjust: to 50% of full stroke

1K

extension

J +out -out
value specified 500 == ._T 500
by ordercode =T ,okp span

retraction
976

[

+out common
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PT1A e Cable-Extension Transducer: Precision Potentiometric Output

Ordering Information (cont.

Electrical Connection:

@ order code: MC4

M6 C25

4-pin micro-connector
with 12 ft [3.5 M] cordset

1.2n.
Bimm] | \

12 ft. x 5/16-in. dia.
[3,5M x 8 mm dia.]
yellow PVC jacket
shielded, 22 AWG

4-pin mating plug and cord set:

6-pin plastic connector
with mating plug

3.01n.
‘ [78 mm]

B~

.30 - .39 in. [8 - 10 mm] cable dia.
16 AWG max conductor size
connector: MS3102E-145-6P
mating plug: MS3106E-14S-6S

25-ft. instrumentation cable
24 AWG, shielded

25 ft. x 0.2-in. dia.

[7,5M x5 mm dia.]
24 AWG, shielded

pin color code

6-pin mating plug: 25-ft. cable:

standard  bridge ® pin standard bridge color code standard bridge

@ 1 RED-BLK TR. +IN +IN ® A +IN +IN RED +IN +IN

(OINE©) 2 RED-WHT TR.  COMMON -IN B COMMON -IN BLACK COMMON -IN

® 3 RED +0UT +0UT © ® ® C +0UT -0uT GREEN +0UT +0UT

contact view 4 GREEN - -out D - +0UT WHITE R -ouT

contact view
Cable Guide:
®_order code: blank SG
standard cable guide

1.42 [36,1]

D37 [9.4]

spring-loaded guide

cable-guide cushions impact from accidental free release

D) uncompressed
| | Sfully compressed™
2:56 [65] 1.90 [48]

L | -
| |

L~ D.41[10,5]

*note: start of full stroke range begins at full compression point (except 2-inch and 5-inch ranges).

tel: 800.423.5483 * +1.818.701.2750 © fax: +1.818.701.2799
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Cable-Extension Position Transducer

0/4...20 mA Output
Ranges: 0-2 to 0-50 inches

Compact Size * OEM Applications e

GENERAL
Full Stroke Range Options . .......covviiiiii i 0-2 to 0-50 inches
Output Signal Options. ........ccovvvivinnenn.. 4...20 mA (2-wire) and 0...20 mA (3-wire)
ACCUIACY ..o veeeeiee e eenee +0.28% to +0.15% full stroke see ordering information
Repeatability. .......oouriii i + 0.05% full stroke
Resolution essentially infinite
MeasuringCable ..o 019-in. dia. nylon-coated stainless steel
Enclosure Material........... glass-filled polycarbonate and black anodized aluminum
SENSON ettt plastic-hybrid precision potentiometer
Potentiometer CycleLife ... see ordering information
Maximum Retraction Acceleration........................oo see ordering information
LA 2] T | 1 Ib. max.
ELECTRICAL
INputVoltage ..o see ordering information
INPUE CUITENT. . e 20 mA max.
Maximum Loop Resistance (Load) ...................... (loop supply voltage - 8)/0.020
Gircuit Protection .....oovuiii 38 mA max.
Impedance. .. ..o 100M ohms@100 VDC, min.
Output Signal Adjustment
Zero Adjustment..............oeenll from factory set zero to 50% of full stroke range
SPan AdJUSTMENT. .. e ettt to 50% of factory set span
Thermal Effects
ZBIO ittt e 0.01% f.s./°F, max.
Yo o 0.01% f.s./°F, max.
ENVIRONMENTAL
ENCIOSUNE .ot NEMA 4, IP 65
Operating Temperature . ......c.vuveeinin i iinneieennenns 0° to 200°F (-17° to 90°C)
Vibration. ....ouee e up to 10 G's to 2000 Hz maximum
EMC COMPLIANCE PER DIRECTIVE 89/336/EEC
Emission/lImmunity ... EN50081-2/EN50082-2
@.20[[5,1]
4 places \
2,10 1.04 [26,4] i i i
5, és, 50 0:58 [14:7] A HD |
15,30 0.82[20,8] L %,
20, 40  0.74[18,8]
inches fmm] 2.75 [69,9]
e ZI
‘ 1.50
0.38 [9,5]—~ k[38,1]a‘ ~— 0.91 [23]
@.19 [4,9] thru
D)~—— .38 [9,7] 0.170 [4,32] —|[fl~—
1.50 +.13
[38,2 +3,2]
L — | |*=—3.37 [9,4]
1.98 [50,2]
lﬂ— i |
L— 3.25 [82,6] —»‘ ~— 2.33[59,1] — 009 [2,2]—JA
0.19 [4,7] [«——— 3.85 [97,8] max.———

dimensions are in inches [mm], tolerances are 0.03 inches [0,8 mm]

[

The PTTMA adds 4..20 mA position feedback sig-
nal to Celesco’s compact line of cable-extension
transducers. The PT1MA is available with full stroke
ranges from as little as 2 inches on up to 50 inches
with adjustable zero and span settings to precisely
match the full scale output to your exact measure-
ment range.

The PT1MA offers several options including forward
and reverse 0..20 and 4..20 mA output signals, al-

ternate measuring cable exits and a couple different
electrical connection options.

Output Signal

OUTPUT SIGNAL (milliamperes)

—
FULL STROKE RANGE

Celesco Transducer Products, Inc.
20630 Plummer Street © Chatsworth, CA 91311
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PT1MA e Cable-Extension Transducer: 0/4...20 mA Output Signal

Information:

Model Number: Sample Model Number:
PT-I PT1MA - 30 - UP - 420E - MC4 - SG
. - - - - @ range: 30 inches
order code. @ o o e o @) measuring cable exit: up
@ output signal: 4...20mA
@ -electrical connection: 4-pin micro connector
© cable guide: spring-loaded guide
Full Stroke Range:
@ order code: 2 5 10 15 20 25 30 40 50
full stroke range, min: 2in. 5in. 10 in. 15 in. 20 in. 25 in. 30 in. 40 in. 50 in.
accuracy (% of f.s.): 0.28% 0.18% 0.15%
potentiometer cycle life: 2,500,000 cycles 500,000 cycles 250,000 cycles
cable tension (20%): 12 oz. 5 0z. 12 oz. 9 oz. 6 oz. 5 0z. 9 oz. 6 oz. 5 0z.
maximum cable acceleration: 11 G's 3 G's 11 G's 5 G's 4 G's 3 G's 5G's 4G's 3 G's
Cable Exit:
€ _order code: DN FR BK
direction: down front back
1.20 £.13 1.20 £.13
‘ [30,5 + 3,2] [30,5 +3,2]
© ©
3.67 +.13 ®)
[93.2 £3.2] T
1.48 +.13 e
[37.6 + 3,2] 1V Je ©
i
Lo
measurement range — 2 5 10 15 20 25 30 40 50
1.04in. 0.58in. 1.04in. 0.82in. 0.74in. 0.58in. 0.82in. 0.74in. 0.58in.
26,4 mm 14,7 mm 26,4 mm 20,8 mm 18,8 mm 14,7 mm 20,8 mm 18,8 mm 14,7 mm
0.75in. 0.29in. 0.751in. 0.531in. 0.45in. 0.29in. 0.53in. 0.45in. 0.29in.
19,1mm 6,1mm 19,1 mm 13,5mm 11,5mm 6,1 mm 13,5mm 11,5mm 6,1 mm
1.431in. 1.89in. 1.43in. 1.65in. 1.73in. 1.89in. 1.65in. 1.731in. 1.89in.
36,3 mm 48,0 mm 36,3 mm 41,9 mm 43,9 mm 480mm 41,9 mm 43,9 mm 48,0 mm
Output Signals:
©order code: 420E 420R 020E 020R
output signal options: 4...20 mA 20...4 mA 0...20 mA 20...0 mA
. 20 20 . . 20 20 .
sensitivity: 16 mA/full stroke +0.25% 20 mA/full stroke +0.25%
wiring configuration: 2 - wire 3 - wire
input voltage: 8 - 34 vdc 14 - 29 vdc
example:

ordercode = 420E = 4...20 mA )

tel: 800.423.5483 * +1.818.701.2750 © fax: +1.818.701.2799
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PTIMA | 5



PT1MA e Cable-Extension Transducer: 0/4...20 mA Output Signal

Ordering Information (cont.

Electrical Connection:

@ order code: MC4 Mé €25

4-pin micro-connector 6-pin plastic connector 25-ft. instrumentation cable

with 12 ft [3.5 M] cordset with mating plug 24 AWG, shielded
1.21n. 3.0in.
[31 mm] ‘ ‘ ‘ [78 mm]
12 ft. x 5/16-in. dia. :30 -39 in. [8 - 10 mm] cable dia. 25 ft. x 0.2-in. dia.
[3,5M x 8 mm dia.] — 16 AWG max conductor size :
! . [7,5M x5 mm dia.]
yellow PVC jacket 1.21n. connector: MS3102E-14S-6P 24 AWG, shielded
shielded, 22 AWG [31 mm] mating plug: MS3106E-145-65 '
4-pin mating plug and cordset: 6-pin mating plug: 25-ft. cable:
pin color code 2-wire 3-wire i Wi _wi color code 2-wire 3-wire
® 1 RED-BLKTR.  8..34vdc  14..29 vdc A g A RED 8..34vdc 14...20 vdc
D O 2 RED-WHT TR. 4...20 mA common B 420 mA common BLACK 4..20mA  common
® 3 RED - 0...20 mA © _® C o 0...20 mA WHITE - -
— 4 GREEN - - ® N _ e GREEN - 0...20 mA
contact view R
contact view
Cable Guide:
®_order code: blank SG
standard cable guide spring-loaded guide

cable-guide cushions impact from accidental free release

D) uncompressed
| | D) fully compressed*
.~ D.37[9.4]
256 [65] 1.90 [48]
\ \ _[T]._—2.41[10,5]

*note: start of full stroke range begins at full compression point (except 2-inch and 5-inch ranges).

Output Signal Selection:

The output signal direction can 1gn. I
be reversed at any time by
simply changing the dip-switch
settings found on the internal — H PES internal dip switches
signal board. After the settings & signal board
have been changed, adjust- P remove phegs to access
ment of the Zero and Span — / Allen-Head
R N N en-Head screws
trimpots will be required to 20..0 mA T >
precisely match signal values to or -
tf;ehbeglnrl:mg and end points 20.4mA  ©° dip-switch location to gain access to the signal board, remove the two
of the stroke. Allen-Head Screws and remove rear cover.
version: 8.0 last updated: May 21, 2013
celesco.com ¢ info@celesco.com tel: 800.423.5483 © +1.818.701.2750 © fax: +1.818.701.2799
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Cable-Extension Position Transducer

0...5, 0...10, -5...+5, -10...+10 VDC Output Options
Ranges: 0-2 to 0-50 inches
Compact Size * OEM Applications

q3

GENERAL

Full Stroke Range Options . .......coviuiiiii i 0-2 to 0-50 inches
Output Signal OptioNns. .....venvii i 0...5,0..10, -5..45,-10..410 VDC
ACCUIaCy . ... +0.28% to +0.15% full stroke see ordering information
Repeatability.......c.cooovniiiii +0.05% full stroke
ReSOIULION ..ot e essentially infinite
MeasuringCable ... 019-in. dia. nylon-coated stainless steel
Enclosure Material........... glass-filled polycarbonate and black anodized aluminum
SENSON ettt plastic-hybrid precision potentiometer
Potentiometer Cycle Life ... see ordering information
Maximum Retraction Acceleration.......................ooo see ordering information
LA 2] T | 1 Ib. max.
ELECTRICAL

Input ... 14.5-40 VDC (10.5-40 VDC for 0...5 and -5...+5 volt output)
INPUE CUITENT. .. et 10 mA maximum
OULPUL IMPEAENCE. ..t 1000 ohms
Maximum Load ...ttt 5000 ohms
Zero and Span Adjustment ... see ordering information
ENVIRONMENTAL

ENCIOSUNE oo NEMA 4, IP 65
Operating Temperature .........vuvevinii i inineieannanns 0° to 200°F (-17° to 90°C)
Vibration. ....ouvee e up to 10 G's to 2000 Hz maximum

EMC COMPLIENCE PER DIRECTIVE 89/336/EEC
Emission/Immunity ... EN50081-2 / EN50082-2

Outline Drawing

@.20 [5,1]
4 places
7Y Pary
f A4 A4
2,10  1.04 [26,4]
5, 25,50 0.58 [14,7] A R
15,30 0.82 [20,8] l_ (lib_
20, 40 0.74 [18,8]
inches [mm] 2.75 [69,9]
— |4 D-
1.50 |
0.38 [9,5]—| |~— — ~— 0.91 [23
[9.5) g [23]
@.19 [4,9] thru
T D)~—— @.38[9,7] 0.170 [4,32] —f|l~—
1.50 + .13
[38,2 £ 3,2]
1.98 [50,2]
L b |
|~— 3.25 [82,6] —| ~— 2.33 [59,1] —~| 0.09 [2,2] ——t
L— 0.19 [4,7] ~—— 3.85 [97,8] max.——

dimensions are in inches [mm], tolerances are 0.03 inches [0,8 mm]

Celesco Transducer Products, Inc.
20630 Plummer Street ® Chatsworth, CA 91311

S <

The PT1DC can operate from an unregulated 14.5
to 40 VDC power supply while providing an output
signal that is proportional to the linear movement
of it's measuring cable. The PT1DC has a maximum
measurement range up to 50” and has 4 output sig-
nal options to choose from: 0...10, 0...5, -10...+10 and
-5..4+5Vdc.

Just like the rest of the PT1 series, the PT1DC also of-
fers several options including forward and reverse
output signals, zero and span adjustments and alter-
nate measuring cable exits.

Output Signal

g 4 signal options: .
S\
2
4
[ 0..10VDC
2 0..5VDC
E 4 0.+10VDC
3 | 5. 45VDC
\
FULL STROKE RANGE
—————————— —_—e

tel: 800.423.5483 * +1.818.701.2750 © fax: +1.818.701.2799
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