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Model Definition example:

UE34300kN
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Specifications:
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Control System:

• High accuracy Load cell, Encoder and optional extensometer to test
the force, displacement and extension. Reading resolution can be
1/300000 of full range. Computer 3 close-loop control testing mode of load, displacement and extension.

• Large Extension and Digital gauge input channel for special test of deformation.

• Speed control from 0.01 to 500mm/min (special 1000mm/min) by servo motor.

• PCI computer control card to get the test value and control the servo motor

• Multi-languages supported, Data saves and transports to Microsoft Words, Excel.

• Database function, allow customer define test method, real-time test point value, value result formula and
test report format.

• Multi sensor supported. Max 4 load cell , 4 strain gauge extensometer, 1 large deformation extensometer
and 1 digital gauge can be defined.

• Metric and British unit exchanging supported mm, N, KN, kg and inches, lbs and pound.

• Calibration automatically and easily

• Two grade of user administrate system for common operator and system administrator

• Remote controller adjusts the machine crosshead before test and operates the test conveniently.

• Support different version of Microsoft windows OS of WinXP, Vista, Windows 7 etc.

CONTROL CARD SOFTWARE USB REMOTE

Standard Accessories:

• High accuracy Wedge Tension Grips

• Compression Plate

• 3-Point Bending accessories

• Installed: Encoder, Load Cell, Servo Motor and Controller

• Extensometer

• DSP PCI Control card

• Installation tools

• PC and Printer.
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Optional Accessories List:


