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TESTING INSTRUMENTS FOR 

A MEASURABLE O/FFERENCE. .. 
IDM 
instruments 

INTR□DUCTl□N 
The handle operated manual Arbour Press is used in conjunction with cutting dies to produce testing samples. An optional 
cutting die adaptor can be used when using the Arbour Press with the Tool Steel cutting dies for fast and repetitious sample 
preparation. 

APPLICATl□NS 

• Paper
• Plastic
• Rubber
• Textiles

C□NNECTl□NS

• Electrical: 220/240 VAC@ 50 HZ
or 
110 VAC @ 60 HZ 

(please specify when ordering) 

RELATED ITEMS 

Tool Steel Cutting Dies (IDM-C0024-M1) 
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• Ease of operation
• Rack and Pinion
• Table size: 250 mm x 300 mm
• Pressure Foot: 125mm 0

DIMENSl□NS 

lnstrument: Packaged: 

• H: 650 mm • H: 800 mm

• W: 350 mm • W: 500 mm

• D: 450 mm • D: 640 mm

• Weight: 73 kg • Weight: 96 kg

Ruller Cutting Dies (IDM-C0025-M1) Cutting Die Adaptor 

WARRANTY AND CALIBRATl□N SERUICES 

• 1 year Warranty

Our Preventive Maintenance and Calibration (PM&C) program has been designed to make the maintenance and 

calibration of your valuable testing equipment more cost effective by preventing breakdowns and downtime by regular 
calibration, service and replacement of defective parts. Take to us about this today. 
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